Unit of Measurement : mm

tanko

PL%%%Ct Type Specification Material and features Industries
1500W High density material covered Machine
N with green hard rubber maton  maintenance,
1800W x750Dx 50T top and PVC protection on four nor(rjnal fact?ries,
edges. Features: high impact production line
z1oow strength. and garages.
Rubber top
Plywood top covered with All electronics
1500W gray laminate and PVC fgsrgggﬂ'?:és
1800W x750Dx 50T protective edges. Features: hospitals, '
Great performance in high worksho d
; p an
2100w temperature environment, metrology
Laminate high abrasion performance. department.
1500w
. - Tool makers,
1800W x750Dx 50T Finger-joint wood to ensure equipment
9100W high durability. maintenance.
High density material covered
with 1.2mm stainless steel
Lo0oW sheet. Features: high Tool makers,
1800W x750Dx 50T . i workshops,
temperature resistance, research labs.
2100W great grease and abrasion
Stainless steel performance.
A g 1500w 36mm base material covered All heavy
X750Dx 50T with 9mm steel plate. Features: industries, tool
1800W great structure strength. makers.
Benchwork
. Multi-layer laminate and
PVC protective on four
1500W 36T e Research labs
X750Dx edges. Features: high impact '
1800W 43T oo o schools.

Tanko top

strength, grease and chemical
resistance.

P
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Steel top

1500W x750Dx 50T

Made from 2mm steel, covered
with 10mm black rubber mat.
Features: long durability.

All workshops,
assembly line
and garages.

Bench Top Selection example : WA-574— Last code indicates top material
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Workbench-Heavy Duty

Unit of Measurement : mm

Heavy-duty worktop thickness 50T £2mm
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DIY product

Laminate

Rubber top

Stainless steel

Loading Capacity:mﬂkg7

Size HXWxD Rubber top Laminate Stainless steel Wood
800x1500x750  WA-57N WA-57F WA-57S WA-57W
800x1800x750  WA-67N WA-67F WA-67S WA-67W
800x2100x750  WA-77N WA-77F WA-77S WA-77W
W1500mm (100pcs/20ft ; 200pcs/40ft)
W1800mm ( 95pcs/20ft ; 190pcs/40ft)
W2100mm ( 90pcs/20ft ; 180pcs/40ft)
Size HXWxD Rubber top Laminate Stainless steel Wood
800x1500x750 WAT-5203N  WAT-5203F WAT-5203S WAT-5203W
800x1800x750 WAT-6203N  WAT-6203F WAT-6203S WAT-6203W
W1500mm (60pcs/20ft ; 120pcs/40ft)
W1800mm (55pcs/20ft ; 110pcs/40ft)
Size HXWXD Rubber top Laminate Stainless steel Wood
800x1500x750 WAS-54022N WAS-54022F WAS-54022S WAS-54022W
800x1800x750 WAS-64022N WAS-64022F WAS-64022S WAS-64022W
800x2100x750 WAS-74022N WAS-74022F WAS-74022S WAS-74022W
W1500mm (60pcs/20ft ; 120pcs/40ft)
. . W1800mm (60pcs/20ft ; 120pcs/40ft)
Drawer Loading Capacity : 100kg each W2100mm (60pcs/20ft ; 120pcs/40ft)
Cabinet size : H380 x W566 x D607

Size HXWxD Rubber top Laminate Stainless steel Wood
800x1500x750 WAS-57042N WAS-57042F WAS-57042S WAS-57042W
800x1800x750 WAS-67042N WAS-67042F WAS-67042S WAS-67042W
800x2100x750 WAS-77042N WAS-77042F WAS-77042S WAS-77042W

Drawer Loading Capacity : 100kg each
Cabinet size : H700 x W566 x D607

W1500mm (55pcs/20ft ; 110pcs/40ft)
W1800mm (55pcs/20ft ; 110pcs/40ft)
W2100mm (55pcs/20ft ; 110pcs/40ft)

Loading Capacity:mlk_g__

Size HXWxD Rubber top

Laminate Stainless steel

Wood

800x2100x750 \WAD-77042N

WAD-77042F WAD-77042S WAD-77042W

W2100mm (40pcs/20ft ; 80pcs/40ft) ) )
Loading Capacny:m

% Perforated panels are optional, please refer to p.13

Drawer Loading Capacity : 100kg each
Cabinet size : H700 x W566 x D607




