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Unit of Measurement : mm
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Workbench-Tanko Top
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Loading Capacity: 1000kg 

Loading Capacity: 2000kg 

Drawer Loading Capacity : 50kg each

Drawer Loading Capacity : 100kg each
Cabinet size : H700 x W566 x D607 

Drawer Loading Capacity : 100kg each
Cabinet size : H380 x W566 x D607 

Type Size HxWxD Thickness

WA-57TG 786x1500x750
36

WA-67TG 786x1800x750

WA-57TH 793x1500x750
43

WA-67TH 793x1800x750

Type Size HxWxD Thickness

WAT-5203TG 786x1500x750
36

WAT-6203TG 786x1800x750

WAT-5203TH 793x1500x750
43

WAT-6203TH 793x1800x750

Type Size HxWxD Thickness

WAS-54022TG 786x1500x750
36

WAS-64022TG 786x1800x750

WAS-54022TH 793x1500x750
43

WAS-64022TH 793x1800x750

Type Size HxWxD Thickness

WAS-57042TG 786x1500x750
36

WAS-67042TG 786x1800x750

WAS-57042TH 793x1500x750
43

WAS-67042TH 793x1800x750

※ Perforated panels are optional, please refer to p.13

M349319

W1500mm (80pcs/20ft ; 150pcs/40ft)
W1800mm (70pcs/20ft ; 130pcs/40ft)

W1500mm (60pcs/20ft ; 120pcs/40ft)
W1800mm (50pcs/20ft ; 100pcs/40ft)

W1500mm (60pcs/20ft ; 120pcs/40ft)
W1800mm (60pcs/20ft ; 120pcs/40ft)

W1500mm (55pcs/20ft ; 110pcs/40ft)
W1800mm (55pcs/20ft ; 110pcs/40ft)

Tanko top
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Tanko top :
high impact absorption ability, 
excellent grease resistant, 
easy to maintain and great performance
in high temperature.

DIY product
Crack Resistent Oil&Water Resistent Easy Maintain

Heat ResistentScratch Resistent
The Most Advanced 

Features!


